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S3SSDAXXX 
S3+ SSD M.2 2280 SATA III 
 

The S3+® SATA M.2 SSDs are the ideal solution for Small Form Factor computers – such as 
ultrabooks, notebooks and tablets. The M.2 format, extremely compact and light, since it does 
not have a metal case, can be easily integrated into the architectures that provide a special 
M.2 connector, proving to be the ideal solution for assemblers and consumers who love do-it-
yourself. 
 

PERFORMANCE 
S3+® SATA M.2 SSD enables sequential read speeds 
up to 560MB/s and sequential write speeds up to 
520MB/s for fast system boot-ups, quick application 
responses, and rapid transfer speeds. 
 
ENERGY EFFICIENCY 
The S3+® SATA M.2 SSDs integrate the DEVSLP 
(Device Sleep) technology for greater energy 
efficiency. This translates into reduced electricity 
costs and prolonged battery life, a crucial aspect for 
notebook and ultrabooks owners. 
 
RUGGED 
S3+® M.2 SATA SSD is shock and vibration resistant 
for rugged reliability when used in notebooks and 
other mobile computing devices. 
 
RELIABILITY 
S3+® SSDs boost a variety of computing applications 
like gaming, HD media playback, or creative 
software. 
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Technical features 

Read/Write Speed 

 

Capacity 
Data transfer rate (R/W): MB/s up to 

Sequential reading Sequential writing 4K Q32T1 Read 4K Q32T1 Write 

120/128GB 550 500 220 210 

240/256GB 550 500 220 210 

480/512GB 550 500 230 210 
 
 

Technical features  

Interface SATA III 6 Gb/s 

Capacity 120GB/128GB/240GB/256GB/480GB/512GB 

NAND TLC 

Cache Not present 

Input voltage 5V±5% 

Operating temperature From 0°C (32°F) to 70°C (158°F) 

MTBF >1.000.000 hours 

Shock resistance (operational) 1500G 

Vibration resistance (operational) 16G 

Dimensions 22 x 80 x 2,2 mm 

Weight < 7 gr 

Certifications RoHS - CE - FCC 

Warranty 3-Years Limited 

 


